


FA-65 Series Angle Grinder

i@ Productivity:

2 Hp governed motor is maintaining
the rotation speed for optimal grinding
performance in any condition.

FA-65-1
@Tﬁ Compact:
Compact body offering maneuverability
and precision.
Durability:
Helical bevel gear air cooled and lubricated
by air oil to handle the power.
FA-65-2F N EC
Max Dia. Free Pover Overall Weight Max. Air Sound | Sound Vibration
Model Part Throttle|  (wheel Size) Spindle Thread | Speed Length 9% | Consumption | Level | Power | 150-28927-1
Number Type
mm in rpm W | hp [mm]| in | kg | Ib [m3¥min| cfm | dB(A) | dB(A) | a(m/s?)|k (m/s?)
5412106151 | Roll 13(52’;6 53;{;" M8-P1.25(F) | 10600 [1500| 2.0 [208|8.2|2.0|44| 13 | 459 | 90 | 101 | 56 | 24
FA-65-1
Lock-off [125x 6 x| 5 x 1/4 x
5412106152 | o 2 1) S| 5/8-TTUNC(M) | 12000 (1400 1.9 |25910.2(2.1 (46| 1.3 | 459 | 94 | 105 | 59 | 3.2
FA-65-2F N EC

Air Inlet: FA-65-1 3/8" PT, FA-65-2F N EC 3/8" NPT
Air Hose: 12.7mm, 1/2"
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